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MICRODOT
LUMINAIRE

LED WALLWASHER
Installation Instructions

PRODUCT SPECIFICATION

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance 
with IEE wiring regulations
2. This product must be earthed at mains
3. Ensure that the rated luminaire voltage and frequency requirements are 
compatible with the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser should be carried out using a lint free cloth and soapy 
water
6. Suitable for indoor use only.
7. The light source contained in this luminaire shall only be replaced by the 
manufacturer or his service agent, or similar qualified person.
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INSTALLATION METHOD - Luminaire should be handled wearing gloves.

1. Carefully remove the luminaire from packaging, check for any damage from 
transit.
 
2. Fix mounting brackets to the mount surface using a suitable screw / other method 
(x2 per bracket, by others.) See table 1 for spacings.

4.2 DMX version (RGB / RGBW) - connect output of the 24VDC (constant voltage) 
driver to the luminaire input cables. Follow parallel wiring convention. Ensure 
combined load of luminaires is lower than the power rating shown on the driver. 
Wire the DMX control lines to the 4-pole connector as shown. Plug the 4-pole 
connectors together in series along the luminaire chain as shown.  

3. Clip the luminaire body into the installed brackets. The V shaped bracket features 
clip into the channels on each side of the luminaire body.

4.1 Single colour LED source - connect output of the 24VDC (constant voltage) 
driver to the luminaire input cables. Follow parallel wiring convention. Ensure 
combined load of luminaires is lower than the power rating shown on the driver. 

table 1

24V DC
CV DRIVER

+ -
BROWN BLUE

IP65 JUNCTION BOX
(BY OTHERS)

2C 1mm^2

24V DC
CV DRIVER

BLUE
-+

BROWN

IP65 JUNCTION BOX
(BY OTHERS)2C 1mm^2

DMX
CONTROLLER

D+ D-

GND ADI/ADO

RED GREEN

WHITE BLACK

Waterproof connectors carry the DMX signal through the luminaire chain ,
connected end to end,
Male connector (visible pins) is for DMX input,the female connector is for output,
Maximum series chain length is 32 luminaires.
When connected in series, DMX addresses are automatically assigned as in Table 2

Table 2

Version L (mm) C (mm)
500mm 510 300

1000mm 1000 800

Position 
in chain

DMX 
addresses

(RGB)

DMX 
addresses
(RGBW)

1 1-3 1-4

2 4-6 5-8

3 7-9 9-12

... ... ...

32 94-96 125-128
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