
LAMP OPTIONS 4no TRIDONIC LED MODULES

DRIVER 
OPTIONS

FIXED OUTPUT
DALI DIMMABLE

INTEGRAL 
EMERGENCY 
FUNCTION

BASIC 3 HOUR MAINTAINED INTEGRAL - 'E3'
3 HOUR MAINTAINED WITH SELF TEST FUNCTION - 'ST'
3 HOUR MAINTAINED WITH EMPRO - 'EP'

CEILING 
COMPATIBILITY PLASTERBOARD / SOLID CEILING UP TO 70mm

IP RATING IP65 FROM BELOW ONCE INSTALLED
ELECTRICAL 
INPUT 220-240V AC 50/60Hz

MATERIALS
BODY + FRAME - MILD STEEL POWDER COATED
CENTRAL OPTIC - ACRYLIC MICROPRISM
COVER - CLEAR POLYCARBONATE

STANDARD 
FINISH RAL 9010 POLYMER POWDER COAT

ALL DIMENSIONS IN MILLIMETERS UNLESS
OTHERWISE STATED.
GENERAL TOLERANCE 1mm
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NITOR IP65 -
PULL-UP VERSION

RECESSED LED
LUMINAIRE

Installation Instructions

PRODUCT SPECIFICATION

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance 
with IEE wiring regulations
2. This luminaire must be earthed
3. Ensure that the rated luminaire voltage and frequency requirements are 
compatible with the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser should be carried out using a lint free cloth and soapy 
water
6. This luminaire is not suitable for mounting on a flammable surface

The Nitor IP65 is deigned for applications requiring higher ingress protection, while 
providing the right LIGHT LEVELS, LIGHT QUALITY and LIGHT EFFICIENCY.
With the use of the latest LED technology, Light Source Shielding Controller and 
MicroPrism Optics the Nitor provides excellent High Performance, Glare Free LED 
Lighting in compliance with Part L and LG7 targets, exceeding International Energy 
Standards.
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PRODUCT DIMENSIONS

INSTALLATION METHOD - Luminaire should be handled wearing gloves. 

1. Carefully remove luminaire from carton. Check for any damage from transit.

2. Make the cutout in the solid ceiling at 620x620mm.
 

3. Remove the front frame from the fitting by unfastening the 8no screws. Lift the frame 
off and keep in a clean, dust-free space along with the screws. Once the body is 
open, be careful not to touch or damage the yellow LED chips as they are fragile. 

4. Offer the luminaire body up to the cutout, push into place and tighten the 4no 
screws in the flange to swing out the clamping wings. Tighten the screw until the 4no 
wings securely clamp the body into the ceiling.

6. ONLY IF CONSTANT PERMANENT LIVE SUPPLY IS PROVIDED, make the battery 
connection to the convertor.

5. Ensuring power is disconnected, bring an appropriate power feed through the 
cable entry gland and make the electrical connections to the terminal blocks as 
shown below. Do not allow cables to protrude over LEDs.

CEILING CUT OUT
620x620mm

UP TO 70mm THICKNESS

black
red

red
black

7. Replace the diffuser frame and fasten with the 8no screws. Don't overtighten the 
screws. the frame should not be distorted due to tightening.
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