
MINIMUM ENCLOSURE

115mm

100mm100mm DRIVER 50mm

LAMP OPTIONS 2700K, 3000K, 4000K COLOUR TEMP. AVAILABLE
VARIOUS LUMEN OUTPUTS DEPENDING ON DRIVE CURRENT

DRIVER OPTIONS
FIXED OUTPUT
'TRIAC'/'MAINS DIMMING'/'PHASE CUT'
DALI DIMMABLE

INTEGRAL 
EMERGENCY 
FUNCTION

BASIC 3 HOUR MAINTAINED INTEGRAL - 'E3'
3 HOUR MAINTAINED WITH SELF TEST FUNCTION - 'ST'
3 HOUR MAINTAINED WITH EMPRO - 'EP'

CEILING 
COMPATIBILITY

PLASTERBOARD
SHEET METAL TILE

IP RATING (fixed 
versions IP44 FROM FRONT ONCE INSTALLED. IP20 RECESSED PARTS.

IP RATING (tilt 
versions IP20

ELECTRICAL INPUT 220-240V ~ 50-60Hz

MATERIALS
DIE-CAST ALUMINIUM FRAME
ABS MOULDED BAFFLE
ACRYLIC /GLASS LENS
FORGED ALUMINIUM HEATSINK

STANDARD FINISH FRAME WHITE/BLACK. BAFFLE AVAILABLE IN VARIOUS FINISHES.

ALL DIMENSIONS IN MILLIMETERS UNLESS
OTHERWISE STATED.
GENERAL TOLERANCE 1mm
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TENUS CURVE

ARCHITECTURAL SPOTLIGHT LED
LUMINAIRE

Installation Instructions

PRODUCT SPECIFICATION

PRODUCT DESCRIPTION
TENUS is a highly customizable range of high performance LED downlighters to suit 
commerial or residential applications. Available in three different sizes, with a wide 
array of baffle colours and finishes, and round/square options, trim or trimless. A tilt 
option allows for adjustable light distribution for wallwashing / feature highlighting in a 
space. Modular design allows for a quick and simple installation process.

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance with IEE 
wiring regulations
2. This luminaire must be earthed at mains (EMPRO version only).
3. Ensure that the rated luminaire voltage and frequency requirements are compatible with 
the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser / reflector should be carried out using a lint free cloth and soapy 
water
6. Suitable for indoor use only
7. The light source contained in this luminaire shall only be replaced by the manufacturer or his 
service agent, or similar qualified person.
8. Ethr distance worst case 9.49m. The luminaire should be positioned so that prolonged staring 
into the luminaire at less than 9.49m is not expected.
9. Do not stare at the operating light source.
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