
LAMP OPTIONS
LED
2700K, 3000K, 4000K COLOUR TEMP. AVAILABLE

DRIVER OPTIONS FIXED OUTPUT
DALI DIMMABLE

REMOTE 
EMERGENCY 
FUNCTION

BASIC 3 HOUR MAINTAINED - 'E3'
3 HOUR MAINTAINED WITH SELF TEST FUNCTION - 'ST'
3 HOUR MAINTAINED WITH EMPRO - 'EP'

CEILING 
COMPATIBILITY SURFACE MOUNTED TO NON-FLAMMABLE SURFACE

IP RATING IP20 
ELECTRICAL INPUT 220-240V AC 50-60Hz

MATERIALS
ALUMINIUM BODY + CEILING ROSE
STEEL MOUNTING BRACKET

STANDARD FINISH POWDER COATED WHITE (RAL9010) / BLACK (RAL9005) MATTE FINISH

ALL DIMENSIONS IN MILLIMETERS UNLESS
OTHERWISE STATED.
GENERAL TOLERANCE 1mm
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TENUS PENDANT

ARCHITECTURAL SUSPENDED LED
LUMINAIRE

Installation Instructions

PRODUCT SPECIFICATION

PRODUCT DESCRIPTION
Cylindrical suspended LED luminaire available in different lengths / diameters. 

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance 
with IEE wiring regulations
2. This luminaire must be earthed
3. Ensure that the rated luminaire voltage and frequency requirements are 
compatible with the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser should be carried out using a lint free cloth and soapy 
water
6. This luminaire is not suitable for mounting on a flammable surface
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PRODUCT DIMENSIONS

INSTALLATION METHOD - Luminaire should be handled wearing gloves.

1. Carefully remove the luminaire from carton. Check for any damage from transit.
 
2. For emergency versions - access is required behind the ceiling void for positioning 
of the control gear and battery pack. Open the ceiling rose by removing the grub 
screws. Disconnect the wiring to separate the emergency pack from the luminaire.

4.2 NON EMERGENCY VERSION - Pull the mains input through the fitted ceiling 
bracket. wire into the terminals as shown.

4.1 EMERGENCY VERSION - pull the LED cable from the control gear through the 
fitted ceiling bracket. Wire back into the terminals as shown. Secure strain relief over 
the cable.

5. Slot the ceiling rose onto the fitted bracket and secure with the grub screws. 

3. Drill cable entry into mounting surface central to luminaire mount position. Mount 
the mounting plate using suitable fixings (by others).
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6. EMERGENCY VERSION - Wire into the WAGO connectors on the emergency pack 
terminal box as shown.
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