
LAMP OPTIONS BUILT-IN LED ENGINE - 3000K / 4000K

DRIVER 
OPTIONS

FIXED OUTPUT
DALI/DSI DIMMABLE

INTEGRAL 
EMERGENCY 
FUNCTION

BASIC 3 HOUR MAINTAINED INTEGRAL - 'E3'
3 HOUR MAINTAINED WITH SELF TEST FUNCTION - 'ST'
3 HOUR MAINTAINED WITH EMPRO - 'EM'

CEILING 
COMPATIBILITY SURFACE MOUNTED

IP RATING IP66
ELECTRICAL 
INPUT 220-240V AC

MATERIALS
SPUN STEEL BODY, POLYMER POWDER COATED.POLYCARBONATE DIFFUSER.

STANDARD 
FINISH

RAL9010 (WHITE) 
RAL9005 (BLACK)

ALL DIMENSIONS IN MILLIMETERS UNLESS
OTHERWISE STATED.
GENERAL TOLERANCE 1mm
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DOME XT 
INSTALLATION

SURFACE MOUNTED LED
LUMINAIRE

Installation Instructions

PRODUCT SPECIFICATION

PRODUCT DESCRIPTION
The dome is a high quality, low profile circular LED lighting solution designed to 
meet the strictest performance and aesthetic requirements in commercial lighting.  
Highly engineered optics ensure a spotless lit effect, while also achieving very good 
glare control and excellent overall system efficacy.

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance
with IEE wiring regulations
2. This luminaire must be earthed
3. Ensure that the rated luminaire voltage and frequency requirements are
compatible with the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser should be carried out using a lint free cloth and soapy
water
6. This luminaire is not suitable for mounting on a flammable surface



INSTALLATION METHOD - Luminaire should be handled wearing gloves.
1. Carefully remove the luminaire from packaging, check for any damage from 
transit.
2. Remove the front cover by loosening the 4 screws.

TABLE 1

FITTING REF DIAMETER / DEPTH 
(mm)

DOME XT 350 X 110
60 600 / 92
90 900 / 92

PRODUCT DIMENSIONS

3. Fix the body to the surface using suitable screws.

4. Fix the front cover and diffuser back onto the body.
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