
LAMP OPTIONS LINEAR LED ENGINE 4000K

DRIVER 
OPTIONS

FIXED OUTPUT
DALI/DSI DIMMABLE

INTEGRAL 
EMERGENCY 
FUNCTION

3hr BASIC (CODE ENDING 'E3')
SELF TEST (CODE ENDING 'ST')
EMPRO DALI ADDRESSABLE (CODE ENDING 'EP')

CEILING 
COMPATIBILITY SURFACE OR SUSPENDED 

IP RATING IP65
ELECTRICAL 
INPUT

50/60Hz
220-240V ~

MATERIALS
POLYCARBONATE BODY AND DIFFUSER.
STAINLESS STEEL DIFFUSER CLIPS.
SHEET STEEL INTERNAL GEARTRAY.

STANDARD 
FINISH GREY BODY, OPAL DIFFUSER

ALL DIMENSIONS IN MILLIMETERS UNLESS
OTHERWISE STATED.
GENERAL TOLERANCE 1mm
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PROLIGHT
INSTALLATION

NON-CORROSIVE LED
LUMINAIRE

Installation Instructions

PRODUCT SPECIFICATION

PRODUCT DESCRIPTION
PROLIGHT is a high efficiency robust LED luminaire for use in covered
exterior environments calling for a moderate level of ingress protection. Dimming and 
integral emergency options are available, with a simple installation process.

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance 
with IEE wiring regulations
2. This product must be earthed at mains
3. Ensure that the rated luminaire voltage and frequency requirements are 
compatible with the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser should be carried out using a lint free cloth and soapy 
water
6. Suitable for external use when mounted under a canopy or covered location. 
Not suitable for mounting in open areas exposed to adverse weather conditions. 
7. In freezer applications product must be mounted a minimum of 1m from any 
ventilation including the freezer door.
7. The light source contained in this luminaire shall only be replaced by the 
manufacturer or his service agent, or similar qualified person.
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INSTALLATION METHOD - Luminaire should be handled wearing gloves.
1. Carefully remove the luminaire from packaging, check for any damage from 
transit.
 
2. If surface mounting - fix the mounting brackets to the mounting surface using a 
suitable method (by others). 

If suspending, prepare the suspension chain (by others) and set the hook to the 
desired height. Fit the triangular clip onto the bracket for suspending. 

7. ONLY IF CONTINUOUS PERMANENT LIVE SUPPLY IS AVAILABLE, make the battery 
connection to the invertor - (Red = +ve), (Black = -ve). Mark the connection date on 
the battery. 

3. Clip the luminaire on to the brackets using the clipping slots as shown. 

4. Open the diffuser by unfastening the steel clips around the edge of the light. The 
diffuser hinges down on the last two clips on one side.

6. Ensuring mains supply is disconnected, bring the input lead through the cable 
gland, and wire in to the terminal block(s) as shown in the below diagram. 
Tighten the cable gland to provide strain relief and to restore IP seal.

5. Remove the geartray by twisting the butterfly clips so the slot lines up with the bar. 
The geartray should drop down and hang on the retention cables. Do not touch the 
yellow LEDs as they are fragile.

red
red

black
black

8. Replace the geartray and diffuser, re-fasten all of the steel clips to restore the IP 
seal. Make sure that the rim of the diffuser is correctly seated into the gasket on the 
body.

PRODUCT DIM 1
2ft (A) 618
4ft (B) 1215
5ft (C) 1515

PRODUCT DIMENSIONS
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