
LAMP OPTIONS LINEAR LED ENGINE 4000K

DRIVER 
OPTIONS

FIXED OUTPUT
DALI/DSI DIMMABLE

INTEGRAL 
EMERGENCY 
FUNCTION

3hr BASIC (CODE ENDING 'E3')
SELF TEST (CODE ENDING 'ST')
EMPRO DALI ADDRESSABLE (CODE ENDING 'EP')

CEILING 
COMPATIBILITY SURFACE OR SUSPENDED 

IP RATING IP20
ELECTRICAL 
INPUT

50/60Hz
220-240V ~

MATERIALS

STANDARD 
FINISH GREY BODY, OPAL DIFFUSER

ALL DIMENSIONS IN MILLIMETERS UNLESS
OTHERWISE STATED.
GENERAL TOLERANCE 1mm

REV 0 JUL 2020

Artech Lighting Limited
St Johns Road

Meadowfield Industrial Estate
Durham
DH7 8RJ

© Artech Lighting Limited 2020. All copyrights and design rights reserved. Apex Wiring Solutions Limited, St. John’s Road, Meadowfield Industrial Estate, 
Durham DH7 8RJ. This document and the information herein is confidential no part of which may be copied or transmitted without the prior written 

permission of Artech Lighting Limited. 

TEL: +44 (0)191 3787960

PROPACK 
SLIM 

INSTALLATION

NON-CORROSIVE LED
LUMINAIRE

Installation Instructions

PRODUCT SPECIFICATION

PRODUCT DESCRIPTION
PROLIGHT is a high efficiency robust LED luminaire for use in covered
exterior environments calling for a moderate level of ingress protection. Dimming and 
integral emergency options are available, with a simple installation process.

GENERAL INSTRUCTIONS
1. A qualified electrician should carry out connection to mains wiring in accordance
with IEE wiring regulations
2. This product must be earthed at mains
3. Ensure that the rated luminaire voltage and frequency requirements are
compatible with the available mains supply (see above table)
4. Do not carry out a high voltage insulation test (i.e. 500-1000V) on this product
5. Cleaning of the diffuser should be carried out using a lint free cloth and soapy
water
6. Suitable for external use when mounted under a canopy or covered location.
Not suitable for mounting in open areas exposed to adverse weather conditions.
7. In freezer applications product must be mounted a minimum of 1m from any
ventilation including the freezer door.
7. The light source contained in this luminaire shall only be replaced by the
manufacturer or his service agent, or similar qualified person.



INSTALLATION METHOD - Luminaire should be handled wearing gloves.
1. Carefully remove the luminaire from packaging, check for any damage from
transit.

2. If surface mounting - fix the mounting brackets to the mounting surface using a
suitable method (by others).

If suspending, prepare the suspension chain (by others) and set the hook to the 
desired height. Fit the triangular clip onto the bracket for suspending. 

PRODUCT DIM 1
4ft (A) 1215
5ft (B) 1515
6ft (C) 1829

PRODUCT DIMENSIONS

1. Remove the diffuser/SMD board from the base of the luminaire. Press the
release tabs on the sides of the metal body, this will detach the diffuser.
Retaining straps prevent the diffuser from falling during installation and
servicing.

2. Hold the luminaire base up to the mounting surface and fix it in the desired
position. Multiple cable entry points are provided on the rear and ends of the
base housing. The luminaire is suitable for direct surface mount, end cap
conduit fixing or BESA box mounting.

3. Feed the mains supply cable through the selected entry point and
terminate the wires into the terminal block ensuring that the correct polarity is
observed. All conductors must be fully sleeved and insulated. This is a Class I
product which must be earthed.

4. Move any lose cables and retaining straps away from the edges of
the luminaire base so that they cannot be trapped. Realign the diffuser
to the base and press back into place. Ensure that the side release tabs
are locked fully back into their original position and that the diffuser is
inside the two end caps.

5. Restore the mains power supply, switch on and test for satisfactory
operation.
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